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1 Introduction 
 

1.1 Document 
 
While we have made every attempt to ensure all information in this document accurate, 
the information contained is supplied „as-is“ and is subject to change without notice.   

 

1.2 Warranty 
 
This MITE Hradec Kralove, Ltd. Product is warranted against defects in material and 
workmanship for warranty period from the date of shipment. Within warranty period, the 
repair of products is free of charge as long as warranty conditions are observed.  

 

1.3 Technical Support 
 
Before contacting MITE Hradec Kralove, Ltd. Technical support, please consult our Web 
site at www.mite.cz, for latest product documentation, utilities, drivers and application 
notes. If the information does not help solve the problem contact us by mail 
support@mite.cz. 
 
 
MITE Hradec Králové, s.r.o. 
Veverkova 1343 
500 02 Hradec Králové 
� eská republika  
 
tel. +420 498 500 252 
fax +420 498 500 260 
www.mite.cz 
mite@mite.cz 

MITE Košice, s.r.o. 
Nerudova 14 
040 11 Košice 
Slovenská republika  
 
tel. +421 910 902 532  
tel./fax+421-(0)556250677 
www.mite.sk 
mite@mite.sk 
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2 Computer Description 

2.1 Main parts 

- Computer Board with RAM Module 
- LCD Display TFT 8,4“, 10,4“ or 12,1“, resolution 800 x 600 px 
- Touch Screen 
- DC-AC Converter 
- Internal Power Supply DC-DC 12 V/ 5 V  
- CF Card within Operating system 
- Metal chassis with four Mounting threads  
- VESA 

2.2 Basic versions 

 

 mitePC-LCD84 mitePC-LCD104 mitePC-LCD120 

Computer Board JRex-PM JRex-PM JRex-PM 

LCD Display LTM08C351S NL8060BC26-27 LQ121S1DG41 

Touch Screen ET-S4-1084001F HT-1042AAA-0 HT-1212AAA-0 

                                        
Some few Computer Boards with passive cooling are allowed 

- JRex-PM 800 MHz 
- JRex-PM 1 GHz 

2.3 mitePC-LCD Benefits 
 
All the mitePC-LCD Embedded computers include common personal computer (PC) 
peripheral function such as Graphics, Parallel, Serial, USB, Keyboard/mouse, Ethernet, 
IDE. Expansion by JFLEX Modules brings other peripherals like Sound, additional Serial, 
Parallel, USB, Ethernet etc. 
 
The mitePC-LP computer brings very robust, low-profile and low-power consumption 
features. 
 
Technical features of all integrated parts, for example Computer Boards, LCD Displays, 
and Touch Screen are described in technical documents of their own. 
 

The delivered mitePC-LP Embedded computer specifica tion can be found in 
delivery note. It does not need to have all here de scribed parts and on other side it 
can be extended in line of customer requirements.  
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3 Interface 

3.1 Basic Connectors 

 
A/ There are standard connectors for: 

- USB (two, UHCI 1.1 or EHCI 2.0) 
- Ethernet (10/100 Base-T) 
- COM (RS-232) 
- PS/2 (combined kbd/mouse) 
- CRT (RGB) 
- CF Socket (CF Card Type I) 

 
See supplement A for Connector Placement. 
 
B/ On the Board of Internal DC/DC: 

- Power Voltage Input 12 V DC 

3.2 Internal connectors  

 
There are other connectors inside: 

- COM2 Port 
- LPT Port 
- FDD 
- IDE 
- RESET 

 
Internal Connectors are available for customized design, only. 
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4 Operating System 

Some Embedded Operating systems like Windows XE Embedded, Windows CE, 
Windows Embedded for Point of Service (WEPOS), Windows Server, LINUX and other 
are available for mitePC-LCD Embedded computer.   

The significant advantage of mitePC-LP Embedded computer is FREE TRIAL version of 
Embedded Operating system that allows you to test your Application without any 
additional costs. You can find TRIAL version at www.mite.cz  

4.1 Windows XP Embedded 
 
There are basic „embedded“ features added in: 

4.1.1 Enhanced Write Filter (EWF) 
 
Enhanced Write Filter (EWF) provides the ability to write-protect a run-
time image. Default settings of EWF allow the temporary placing of data to 
an Overlay. After you switch OFF the mitePC-LP Embedded computer all 
data are lost. 
  
To save data to Flash memory you must use command  
ewfmgr c: -commit 

4.1.2 Computer Name and Workgroup Name 
 
The unique Computer Name is created during FBA and has form MITE-
xxxxx, where xxxxx are groups of characters. Workgroup Name is MITE. 

4.1.3 Automatic logon 
 
The Administrator logging is automatically with password MITE. The same 
ID and PASSW is used by Remote Desktop, if included. 

4.2 Windows CE 
 
There are basic features added in: 

4.2.1 TBD 
 
TBD 
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Warning:  
There is no technical support to any TRIAL version of Operating 
system.  
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5 Power Supply  

 
Input voltage: 12 V DC �  0.5 V 
 
Supply Voltage is indicated by yellow LED.  
 
Input Power Supply Connector Polarity Label:  pin 1 = GND  

pin 2 = +12 V DC 
 
Power consumption of mitePC-LCD (without any save modes) with named Computer 
Board, RAM 512 MB and CF Card 512 MB is max. 2.5 A @ 12 V DC. 
 
 

 
 

 
Warning:  
In case you use another Power Supply be very carefu ll. Wrong 
Voltage Level or Voltage Polarity can damage of mit ePC-LCD 
Embedded computer. 
 
 
 



mitePC-LCD  
 

mitePC-LCD   Manual M_mitePC-LCD_0131EN.doc 
 

6 Option 

The mitePC-LP Embedded computer Specification can be extended with some options. 
Learn more about JFLEX at www.mite.cz       

 

Option  Description/Remark 

PS 110 V - 240 V  
External Power Supply 12 V DC, input Power Voltage  
110 - 240 V AC, Type SYS1148-3012. 

COM2 COM2 (RS232) 

JFLEX- 
SERIALGPIO1 

4 x COM (DSUB, 3 x RS232, 1 x RS422/485), GPIO 4 x 8bit� , 
LPT2,  alt. CAN (SJA1000)  

JFLEX- 
SOUND1 

Realtek ALC650, Jack 3,5 mm 

JFLEX- 
DUALDVI-PM 

2 x DVI, 2 x USB 2.0 and Sound (Line-In, -Out) 

JFLEX-
4COMGPIOPCcard 

4 x COM (DSUB: 3 x RS232, 1 x RS422/485), GPIO 4 x 8bit� ,  
PCMCIA (2 x I, II), alt. 2 x USB) 

JFLEX- 
PCMCIA1 

PCMCIA (2 x typ I, II), PCI1520) 

JFLEX-
COMMUNICATION1 

2 x Ethernet (10/100BaseT), 2 x USB 1.1, 1 x Firewire) 

JFLEX-miniPCI miniPCI Type III) 
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7 Assembly 
 

Warning:  
There are ESD (Electrostatic Discharge) sensitive p arts in mitePC-LP 
Embedded computer, follow conventions.  

 
 

7.1 Mechanical Specifications 

 

 mitePC-LCD84 mitePC-LCD104 mitePC-LCD120 

Dimension [mm] 
(w x h x d)  

220 x 163 x 78 256 x 206 x 79 292 x 225 x 77 

Weight [kg] ~ 1,6 ~ 1,9            ~ 2,6 

 

7.2 Touch Screen   

 
Learn more about mounting of mitePC-LCD within Touch Screen in Supplement B. 
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Assembly drawing of mitePC-LCD84 
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Assembly drawing of mitePC-LCD104 
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Assembly drawing of mitePC-LCD120 
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8 Environmental Specification 

8.1 Temperature 

 
Operating: 0°C to 50°C 
Non operating:  -10°C to 60°C 
 
 

Warning:  
By locality of mitePC-LCD Embedded computer is nece ssary to 
allow sufficient air flow, first of all in vertical  direction.  

 
 

8.2 Humidity 

 
Operating: 10% to 90% (non-condensing) 
Non-operating:  5% to 95% (non-condensing) 
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Supplement A   Connector Placing 
Side A 

 
 
Side B 
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Supplement B   Touch Screen Assembly  
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9 Revision History 
 
 
Revision Date Edited by Changes 
1.00 12.6.2006 JN Initial Release –DRAFT 
1.10 28.7.2006 VP WXPE chapter 
1.20 2.9.2006 VP WXPE Modification 
1.31 22.5.2007 VP Formal Inspection 
 
 
 


